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The quality of a quantum operation determines the performance of quantum information process-
ing, such as the sensitivity of quantum sensing. Different from the fidelity of quantum operation in
quantum computation, we present an effective function to evaluate the performance and diagnose the
imperfection of operations in multi-pulse based quantum sensing. The evaluation function directly
links the realistic sensitivity with intrinsic sensitivity in a simple way. Moreover, guided by this
evaluation function, we optimize a composite pulse sequence for high sensitivity nitrogen-vacancy-
center based magnetometry against spectrum inhomogeneities and control errors to improve the
signal-to-noise ratio of nanoscale nuclear magnetic resonance by 1 order of magnitude. It marks an
important step towards quantitative quantum sensing with imperfect quantum control in practical
applications.
Benefitting from quantum superposition [1] and high
performance quantum operation [2], quantum informa-
tion processing (QIP) has provided great advantages over
its classical counterpart in quantum computation [3],
simulation [4], secure communication [5], and sensing
[6]. Many fundamental concepts have been developed
to enhance the performance of quantum operation, such
as dynamical decoupling (DD) protocols [7–9], quantum
memory [10], and quantum error correction [11], as well
as quantum feedback control [12]. In quantum computa-
tion, it is challenged by running fault-tolerant operation
in an exponentially large computational space [3] to re-
duce final computation errors. While, the key evaluation
of the quantum control for practical quantum sensing is
the sensitivity or signal-to-noise ratio (SNR) for a given
integral time [6, 13], which distinguishes quantum sens-
ing from other branches of QIP [1].
In quantum sensing, a quantum sensor is expected to
provide a strong response to wanted signals [14]. While,
it should be minimally affected by imperfect operation
under realistic decoherence environment. In quantum
sensing schema, the unknown wanted signal interacts
with the quantum sensor and its physical quantity can
be stored in the relative phase of the sensor qubit [7, 9–
11, 15]. Once the sensing equipment is fixed, the realistic
detection sensitivity is then determined by different op-
erations and limited by the intrinsic sensitivity of system.
Currently, the heavily used multi-pulse operation based
on DD [16], such as Car-Purcell-Meiboom-Gill (CPMG),
XY4, and Knill DD (KDD), is the most important and
flexible method [1, 7], which can provide ultra-sensitive
detections [17, 18] in practical quantum sensing. How-
ever, imperfect operations will give significant impact on
∗ fwsun@ustc.edu.cn
the performance of sensing protocol and even create a
spurious signal [19–21].
In this Letter, we present an effective function, FQS ,
to evaluate the performance of the operations and diag-
nose the source of imperfections in DD sequences based
multi-pulse quantum sensing. The value of FQS demon-
strates the quality of the quantum operation, which links
the realistic sensitivity (ηr) with intrinsic sensitivity (ηin)
through a simple relationship
ηr =
ηin
FQS
. (1)
Furthermore, guided by this evaluation function, we can
parameterize the phase and duration of control pulse and
optimize them with experimental testing to meet high fi-
delity and robustness requirements for quantum sensing
with intrinsic sensitivity [22]. As a promising candidate
of relevance to many applications in quantum sensing
[23–30], we experimentally demonstrated our method by
enhancing the sensitivity and homogeneity in nitrogen-
vacancy (NV) center-based nanoscale nuclear magnetic
resonance (NMR) detection. Such a method can be di-
rectly incorporated to arbitrary DD sequences and is scal-
able for many other quantum sensing systems.
We treat the quantum sensing interaction in the gen-
eral form H(t) = 12 σˆzBˆ(t) between a sensor qubit and
environment [9]. Here, σˆz is the Pauli operator of the
sensor qubit, and Bˆ(t) is an operator that includes the
detected signal that oscillates at a particular frequency
as well as the presence of noisy environmental fluctua-
tions. So to improve the sensing sensitivity, usually DD
operations are experimentally applied to rotate the sen-
sor qubit around the axis in x − y plane of the Bloch
sphere with operators formed by the basis of {σˆx, σˆy},
as shown in Fig. 1(a). In the DD process, pi gate is
a key operation. Hence with a pi gate, the total spin
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2Hamiltonian is H(t) = f(t)σzBˆ(t), where f(t) is the DD
modulation function jumping between +1 and −1 each
time the senor spin is flipped. For periodic DD control,
f(t) = f(t + T ) with the period T , once the modula-
tion frequency (ωm =
2pi
T ) matches with the signals to be
measured, the quantum lock-in amplifier is carried out
to separate the signal from its noise environment. The
performance of this method is determined by the flip-
flopping effect of DD unit operation. Hence, we define a
new evaluation function for this scheme as:
FQS =
∑
i=1,2
Tr (ξRi) , (2)
where ξ is a realistic operation process for DD and Ri
(i = 1, 2) are coherent rotations with mutually orthog-
onal axes lying in the equatorial plane of the Bloch
sphere, which can be represented by σi (i = x, y), as
shown in Fig. 1(a). The physical meaning of FQS is
the successful probability of flip-flopping a sensor qubit.
If the ideal channel is unitary, the evaluation reduces
to FQS =
1
2 −
Tr(σzξσzξ†)
4 . When ξσzξ
† = −σz, which
means flipping sensor qubit round arbitrary axis lying
in the equatorial plane of Bloch sphere completely, the
value of the evaluation function reaches the maximum
FQS = 1. Otherwise, the DD method will be failed and
create undesired signal. This evaluation function is dif-
ferent from the fidelity of quantum operation in quantum
computation, which is defined as [31, 32]
FQC =
1
2
Tr(ξU†). (3)
FQC evaluates the overlap between realistic operation ξ
and target fixed operation U . As we will see, the value of
FQS has a direct relationship with experimental results
in multi-pulse quantum sensing. Moreover, it is more
suitable than FQC as a guideline to design multi-pulse
sequence for high sensitivity quantum sensing in realistic
environments.
A promising candidate of room-temperature quantum
sensing qubit is a single NV center in diamond as shown
in Fig. 1(b), which will be our experimental testing plat-
form to benchmark the new definition for multi-pulse
quantum sensing. To address NV center, we built a con-
focal microscope with a dry objective lens (N.A. = 0.9)
at room-temperature [33]. The driving microwave (MW)
was generated by an arbitrary waveform generator (Agi-
lent M8190a) and amplified by microwave amplifier. The
NV center studied in this work was formed during the
growth of a single-crystal diamond [22, 24]. Its elec-
tronic ground state is a spin triplet (S = 1), with an
energy splitting D of 2.87 GHz between states ms = 0
and ms = ±1. For all experiments in this work, a bias
magnetic field aligned with the NV axis split the degener-
ate spin states, allowing selective addressing of the transi-
tion, which was represented with the qubit states |0〉 and
|1〉. The spin-dependent photon luminescence (PL) en-
abled the implementation of optically detected magnetic
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FIG. 1. (a) Bloch sphere and the detected signal along z
axis. The axis of coherent pi rotation lies in the equatorial
plane, denoting with the blue cure operation. (b) Schematic
physical structure of the NV center. (c) Energy levels of NV
center. The ground state of NV center is an electron spin
triplet state, with three sublevels |ms = 0〉 and |ms = ±1〉. A
pulsed ODMR spectrum of |ms = 0〉 ↔ |ms = 1〉 with exter-
nal magnetic field of 382 Gauss along the NV symmetry axis.
(d) Pulse sequence and result of the spin-echo experiment for
NV center. The last pi/2 pulse increases linearly with time in
the rotating frame.
resonance (ODMR) technique to detect the spin state as
shown in Fig. 1(c). The undesired couplings between
the qubit and the surrounding 13C nuclear spins led to
the dephasing effect with T ∗2 = 5.6(1). This effect can be
suppressed by two orders of magnitude by DD method
with T2 = 0.84(4) ms, as shown in Fig. 1(d).
At first, we systematically investigated the perfor-
mance of general rectangular pi gate against the noise
from the quasistatic fluctuation of the magnetic field,
which is simulated by the detuning frequency (∆) from
the on-resonance frequency and amplitude fluctuation (ε)
of MW. Here pi gate will not be a perfect flip operation
anymore when ∆ 6= 0 or ε 6= 0. Typical simulation re-
sults of FQS and FQC from Eq. (2) and Eq. (3) are shown
in Fig. 2(a) and (b), respectively. We can find that the
fidelities defined in both Eq. (2) and Eq. (3) give similar
relationship with various frequency detunings and ampli-
tude fluctuations of MW except for the detailed numeri-
cal values. The value of FQS drops a little more quickly
than FQC as shown in Fig. 2(c), which means that the
flip effect of rectangular pi pulse is not robust with de-
tunings. And the physical reason is that the practice pi
gate with detuning will rotate around some other axis,
which lies in x− z plan of Bloch sphere. Hence, the ele-
ments of common rectangular pi gate will transfer in the
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FIG. 2. (a)-(b) Simulated results of pi gate with a rectangular
pulse according to FQS and FQC with a range of detuning
(∆) and control amplitude (ε), scaled by Rabi frequency (Ω)
respectively. (c) Measured results and simulated fidelity of pi
pulse with different detunings at ε = 0. (d) Measured magne-
tometry realistic sensitivities (ηr) of spin-echo protocol for a
single NV center using rectangular pi pulse (deep blue dots).
The deep green dots show ηrFQS , while the bright green
straight line shows the intrinsic sensitivity ηin = 41nT/
√
Hz
[34].
operation space of {I, σx, σz} , which can be witnessed
by QPT in experiment (see the Supplemental Material
for details [34]). As shown in Fig. 2(c), the values of
FQS and FQC for this gate decrease monotonously with
the detuning when ε = 0.
Furthermore, in the experimental testing, we per-
formed a synchronization ac magnetic field sensing proto-
col by employing DD method [6, 9, 16, 35]. The typical
spin-echo magnetometry [6, 22] with rectangular pulse
was performed by changing the amplitude of ac mag-
netic field and sensing time [34]. For a fixed sensing time,
the accumulated phase has a linear relationship with the
amplitude of ac magnetic field and the best sensitivity
[6, 22, 26] of a magnetic field measurement is given by
ηr =
σ
dS/dBun
√
τ , where the standard deviation (σ) of the
sensing signal is compared to the response of the system
dS in a changing magnetic field dBun. τ is the optimal
sensing time. The final detection sensitivity for rectangu-
lar pi gate are shown in Fig. 2(d) with various detunings.
We find that the realistic sensitivity (ηr) with different
detunings can be normalized to ηin by the new evalua-
tion function in a simple way ηin = ηrFQS . Here ηin was
separately calculated from the experimental data and the
decoherence time T2 [34, 36], as shown in Fig. 2(d) with
a bright green line. Therefore, FQS has shown the capa-
bility of evaluating the performance of the operation in
quantum sensing based on the sensitivity.
Since FQS can give a quantitative description of re-
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FIG. 3. (a)-(b) Simulated results of pi gate with optimized
composite pulses according to FQS and FQC with a range of
detuning and control amplitude. (c) Measured results and
simulated fidelity of pi pulse with different detunings at ε = 0.
The non-monotonic relationship for FQC dependence on de-
tunings are highlighted with a shadow region. (d) Measured
magnetometry realistic sensitivities of spin-echo protocol us-
ing composite pi pulse (red dots). The deep green dots show
ηrFQS , while the bright green straight line shows the intrinsic
sensitivity (ηin).
alistic detection sensitivity in a simple and direct way,
we can employ it as a guideline to design a quantum
optimal control to realize robust quantum sensing with
intrinsic sensitivity. For magnetometry sensing based
on NV ensembles, high densities increase the fluores-
cence yield to improve the sensitivity at the price of
increased inhomogeneous broadening due to the dipo-
lar magnetic interaction with paramagnetic impurities in
the host crystal. And in principle, the inhomogeneous
broadening effect on the multi-pulse quantum sensing
can be simulated with a finite detuning [34]. After tak-
ing this major effect into consideration, we designed an
effective 5-piece composite-pi-pulse under the guideline
of Eq. (2) with gradient ascent algorithm [22], where
R(pi) = (0.5pi)x(1.12pi)y(0.44pi)−y(1.12pi)y(0.5pi)x. The
duration time of composite pulse is the same as the or-
der of magnitude as the rectangular pi pulse and increases
much more slowly than the results [22] based on Eq. (3).
The final results with such control composite-pulses
are shown in Fig. 3(a)-(b). Obviously, FQS give a signif-
icant different evaluation compared to that obtained by
FQC . This optimized composite pulse can be recognized
as a robust pi gate to enhance the coherent qubit-flip
effect over a large range of detuning and control ampli-
tude fluctuation by comparing Fig. 2(a) and Fig. 3(a).
However, from the view of quantum computation based
on FQC , the fidelity of this composite pulse decreases
sharply with detunings or control amplitude fluctuations
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FIG. 4. (a) CPMG sequence for nanoscale NMR signal de-
tection with NV center. The number of pi pulses was 16. (b)
Detection of NMR signal of 13C with scanned pulse spacing.
The depth of collapses can be extracted by fitting with Gaus-
sian lineshape. (c) Measured depth of nanoscale NMR signal
with different detunings with rectangular (blue dots) and op-
timized composite (red dots) pulses, respectively.
and gives a negative evaluation by comparing Fig. 3(b)
with Fig. 2(b). Then we experimentally applied this op-
timized composite pulse sequence on a single NV center.
As shown in Fig. 3(c), without MW amplitude fluctua-
tion, the fidelity (FQC) of this composite operation even
degenerates into 0 at some detuning (at 80% of the reso-
nant Rabi frequency). However, the value of FQS did not
change much and can keep at a high level with the detun-
ing as much as 100% of the Rabi frequency. Therefore,
FQS can be used to quantify the perfection of flip op-
eration. By taking snapshots of the process for different
detunings, we monitored how the process matrix element
transfers from the σx operation to the space of {σx, σy}
[34]. So the fidelity (FQC) of this composite pulse, which
presents the overlap between practice and ideal opera-
tions, decreases with the increasing detuning. But the
flip effect of this composite pulse will remain unchanged
for a larger detuning range. At last, when the detun-
ing is larger than 100% of Rabi frequency, the practice
composite operation exceeds the space of {σx, σy} and
both values of the two evaluation functions drop finally as
shown in Fig. 3(c). After applying this composite pulse
to the spin-echo magnetometry of NV center, the sensi-
tivity can keep constant up to 100% detuning, agreeing
with theoretical prediction as shown in Fig. 3(d). The re-
alistic sensitivity (ηr) with various detunings can be also
normalized by Eq. (3). When the detuning increases to
115% of the resonant Rabi frequency, we experimentally
improved the sensitivity by a factor of 4, comparing to
the control with normal rectangular pulse.
Having shown the robustness of the flip effect with the
optimized composite control pulses using NV center, we
further employed it for the detection of nanoscale NMR
[34]. NMR spectroscopy is an important test case for our
method because long time duration of composite always
limits its application in experiment [16, 22, 37]. With-
out detuning, we detected the NMR signal of 13C nuclei
located in close proximity to the NV center with multi-
pulse quantum sensing sequences as shown in Fig. 4(a).
The experimental signal of multi-pulse detection is shown
in Fig. 4(b). When the time of the multi-pulse separa-
tion meets the resonance condition [38] τk ≈ (2k - 1)pi2ωL ,
collapses will appear in coherence trace. The collapses
correspond to the overlapping signals of multiple nuclear
spins in the spin bath, whose product leads to coherence
disappear [39, 40]. The SNR of NMR is an important
index and can be directly characterized by the depth of
collapses [41, 42]. With the optimized composite pulses,
the SNR remained constant over a large recorded param-
eter range. While for the case with rectangular pulse, it
dropped off by 1 order of magnitude as the detuning be-
comes large. Hence, the multi-pulse quantum sensing
with the concatenation of composite pulse sequence can
give a significant improvement in the SNR for NMR com-
pared with traditional case.
In conclusion, the concept of an effective evaluation
function for DD-based quantum sensing has been imple-
mented in theory and experiment. Under the guideline of
the definition, we optimized the core pi gate operation by
quantum optimal control algorithms. We have showed
how a high sensitivity in an NV-center magnetometry
can be maintained over a wide range of control parame-
ters by reducing the effects of inhomogeneous broadening.
And the value of evaluation function also have simple re-
lationship between the realistic and intrinsic sensitivity.
Furthermore, by nesting composite sequences into multi-
pulse quantum sensing protocol, we improved the SNR
of nanoscale NMR by 1 order of magnitude for same in-
tegral time at room-temperature. Beyond the current
experiment results, the advantage of the evaluation func-
tion is robust and incorporated directly with arbitrary
DD sequences. And when the multiple sensor qubits are
entangled with specific MW circuit [43], the optimized
composite pulse based DD can protect [9] the multi-qubit
quantum metrology in noisy environment to achieve the
Heisenberg limit for practical applications.
ACKNOWLEDGMENT
This work is supported by The National Key
Research and Development Program of China (No.
2017YFA0304504), the National Natural Science Foun-
dation of China (Nos. 91536219, and 91850102), An-
hui Initiative in Quantum Information Technologies (No.
AHY130000), the Science Challenge Project (Grant No.
TZ2018003).
5[1] A. Streltsov, G. Adesso, and M. B. Plenio, Rev. Mod.
Phys. 89, 041003 (2017).
[2] W. Huang, C. Yang, K. Chan, T. Tanttu, B. Hensen,
R. Leon, M. Fogarty, J. Hwang, F. Hudson, K. M. Itoh,
et al., Nature 569, 532 (2019).
[3] F. Arute, K. Arya, R. Babbush, D. Bacon, J. C. Bardin,
R. Barends, R. Biswas, S. Boixo, F. G. Brandao, D. A.
Buell, et al., Nature 574, 505 (2019).
[4] A. Keesling, A. Omran, H. Levine, H. Bernien, H. Pich-
ler, S. Choi, R. Samajdar, S. Schwartz, P. Silvi,
S. Sachdev, et al., Nature 568, 207 (2019).
[5] M. Lucamarini, Z. L. Yuan, J. F. Dynes, and A. J.
Shields, Nature 557, 400 (2018).
[6] C. L. Degen, F. Reinhard, and P. Cappellaro, Rev. Mod.
Phys. 89, 035002 (2017).
[7] S. Kotler, N. Akerman, Y. Glickman, A. Keselman, and
R. Ozeri, Nature 473, 61 (2011).
[8] J. Du, X. Rong, N. Zhao, Y. Wang, J. Yang, and R. Liu,
Nature 461, 1265 (2009).
[9] Y. Dong, X.-D. Chen, G.-C. Guo, and F.-W. Sun, Phys.
Rev. A 94, 052322 (2016).
[10] I. Lovchinsky, A. Sushkov, E. Urbach, N. P. de Leon,
S. Choi, K. De Greve, R. Evans, R. Gertner, E. Bersin,
C. Mu¨ller, et al., Science 351, 836 (2016).
[11] T. Unden, P. Balasubramanian, D. Louzon, Y. Vinkler,
M. B. Plenio, M. Markham, D. Twitchen, A. Stacey,
I. Lovchinsky, A. O. Sushkov, et al., Phys. Rev. Lett.
116, 230502 (2016).
[12] M. Hirose and P. Cappellaro, Nature 532, 77 (2016).
[13] G. Kurizki, P. Bertet, Y. Kubo, K. Mølmer, D. Pet-
rosyan, P. Rabl, and J. Schmiedmayer, Proc. Natl. Acad.
Sci. USA 112, 3866 (2015).
[14] H.-P. Breuer, E.-M. Laine, J. Piilo, and B. Vacchini, Rev.
Mod. Phys. 88, 021002 (2016).
[15] C. Bonato, M. S. Blok, H. T. Dinani, D. W. Berry, M. L.
Markham, D. J. Twitchen, and R. Hanson, Nat. Nan-
otechnol. 11, 247 (2016).
[16] D. Suter and G. A. A´lvarez, Rev. Mod. Phys. 88, 041001
(2016).
[17] J. M. Boss, K. Cujia, J. Zopes, and C. L. Degen, Science
356, 837 (2017).
[18] S. Schmitt, T. Gefen, F. M. Stu¨rner, T. Unden, G. Wolff,
C. Mu¨ller, J. Scheuer, B. Naydenov, M. Markham,
S. Pezzagna, et al., Science 356, 832 (2017).
[19] M. Loretz, J. M. Boss, T. Rosskopf, H. J. Mamin, D. Ru-
gar, and C. L. Degen, Phys. Rev. X 5, 021009 (2015).
[20] J. E. Lang, T. Madhavan, J.-P. Tetienne, D. A. Broad-
way, L. T. Hall, T. Teraji, T. S. Monteiro, A. Stacey, and
L. C. L. Hollenberg, Phys. Rev. A 99, 012110 (2019).
[21] Z. Shu, Z. Zhang, Q. Cao, P. Yang, M. B. Plenio,
C. Mu¨ller, J. Lang, N. Tomek, B. Naydenov, L. P.
McGuinness, et al., Phys. Rev. A 96, 051402 (2017).
[22] J.-Y. Xu, Y. Dong, S.-C. Zhang, Y. Zheng, X.-D.
Chen, W. Zhu, G.-Z. Wang, G.-C. Guo, and F.-W. Sun,
arXiv:1811.00191 (2018).
[23] L. Rondin, J.-P. Tetienne, T. Hingant, J.-F. Roch,
P. Maletinsky, and V. Jacques, Rep. Prog. Phys. 77,
056503 (2014).
[24] S.-C. Zhang, S. Li, B. Du, Y. Dong, Y. Zheng, H.-B. Lin,
B.-W. Zhao, W. Zhu, G.-Z. Wang, X.-D. Chen, et al.,
Opt. Mater. Express 9, 4634 (2019).
[25] H. Zheng, J. Xu, G. Z. Iwata, T. Lenz, J. Michl,
B. Yavkin, K. Nakamura, H. Sumiya, T. Ohshima,
J. Isoya, et al., Phys. Rev. Appl. 11, 064068 (2019).
[26] C.-H. Li, Y. Dong, J.-Y. Xu, D.-F. Li, X.-D. Chen, A. Du,
Y.-S. Ge, G.-C. Guo, and F.-W. Sun, Appl. Phys. Lett.
113, 072401 (2018).
[27] X.-D. Chen, Y. Zheng, B. Du, D.-F. Li, S. Li, Y. Dong,
G.-C. Guo, and F.-W. Sun, Phys. Rev. Appl. 11, 064024
(2019).
[28] D. B. Bucher, D. P. A. Craik, M. P. Backlund, M. J.
Turner, O. B. Dor, D. R. Glenn, and R. L. Walsworth,
Nat. Protoc. 14, 2707 (2019).
[29] X.-D. Chen, D.-F. Li, Y. Zheng, S. Li, B. Du, Y. Dong,
C.-H. Dong, G.-C. Guo, and F.-W. Sun, Phys. Rev. Appl.
12, 044039 (2019).
[30] K. Xia, C.-F. Liu, W.-H. Leong, M.-H. Kwok, Z.-Y. Yang,
X. Feng, R.-B. Liu, and Q. Li, Nat. Commun. 10, 1
(2019).
[31] A. Gilchrist, N. K. Langford, and M. A. Nielsen, Phys.
Rev. A 71, 062310 (2005).
[32] M. A. Nielsen, Phys. Lett. A 303, 249 (2002).
[33] Y. Dong, Y. Zheng, S. Li, C.-C. Li, X.-D. Chen, G.-C.
Guo, and F.-W. Sun, npj Quantum Inf. 4, 3 (2018).
[34] Supplemental Material for experimental and theoreti-
cal details of operation and signal interpretation, quan-
tum process tomography, spin-echo magnetometry and
nanoscale NMR detection.
[35] T. Wolf, P. Neumann, K. Nakamura, H. Sumiya,
T. Ohshima, J. Isoya, and J. Wrachtrup, Phys. Rev. X
5, 041001 (2015).
[36] T. No¨bauer, A. Angerer, B. Bartels, M. Trupke, S. Rot-
ter, J. Schmiedmayer, F. Mintert, and J. Majer, Phys.
Rev. Lett. 115, 190801 (2015).
[37] X. Rong, J. Geng, Z. Wang, Q. Zhang, C. Ju, F. Shi,
C.-K. Duan, and J. Du, Phys. Rev. Lett. 112, 050503
(2014).
[38] T. H. Taminiau, J. J. T. Wagenaar, T. van der Sar,
F. Jelezko, V. V. Dobrovitski, and R. Hanson, Phys. Rev.
Lett. 109, 137602 (2012).
[39] W. Yang, W.-L. Ma, and R.-B. Liu, Rep. Prog. Phys. 80,
016001 (2016).
[40] W.-L. Ma and R.-B. Liu, Phys. Rev. Appl. 6, 024019
(2016).
[41] H. J. Mamin, M. H. Sherwood, M. Kim, C. T. Rettner,
K. Ohno, D. D. Awschalom, and D. Rugar, Phys. Rev.
Lett. 113, 030803 (2014).
[42] J. F. Barry, J. M. Schloss, E. Bauch, M. J. Turner,
C. A. Hart, L. M. Pham, and R. L. Walsworth,
arXiv:1903.08176 (2019).
[43] Y. Dong, X.-D. Chen, G.-C. Guo, and F.-W. Sun, Phys.
Rev. B 100, 214103 (2019).
6Supplemental Material
I. OPERATION AND SIGNAL
INTERPRETATION
The normalization of the coherent MW operation for
ODMR, Ramsey and spin-echo magnetometry signals in
the main text were carried out by performing an electron
spin nutation experiment as shown in Fig. 5. And the
Rabi frequency was 9.7 MHz by fitting the experimen-
tal data. From the decay constant of Rabi oscillation
signal, the fluctuation (ε) of MW amplitude was much
smaller than intrinsic inhomogeneous broadening of NV
center. Therefore we can set ε = 0 in the experimental
demonstration.
In the experiment, the observed fluorescence signal,
which is related to the population distributions between
ms = 0 and ms = +1 states of NV center, can be con-
verted to the successful probability of quantum coherent
operation by linear transformation. Specially, we firstly
initialized the system into ms = 0 state by a laser pulse
and then changed it into ms = +1 state by MW op-
eration and measured their photon counts (denoted by
Imax, Imin). In order to beat the fluctuation of photon
counting, we repeated the experimental cycle at least 106
times. So the relative population of the ms = 0 state for
an unknown state can be expressed as
P0 =
I − Imin
Imax − Imin , (4)
where I is the measured photon count under same exper-
imental condition. Therefore, the quantum state of NV
center electron spin can be determined from the fluores-
cence intensity of NV center [1].
II. QUANTUM PROCESS TOMOGRAPHY
To analyze the performance of the control pulses, we
performed quantum process tomography (QPT) and cal-
culated the fidelity of experimental process [2]. We aimed
at characterizing the effect of a process E on an arbitrary
input quantum state ρ. Any such processes can be char-
acterized in terms of a dynamical matrix χ, via
E(ρ) =
4∑
i,j=1
χi,jAiρA
†
j , (5)
where the operators Ai formed a complete basis set of
operators.
For a qubit system, the tomography matrix χ has 16
elements. Four elements follow from the completeness re-
lation
4∑
i,j=1
χi,jAiA
†
j = E, and twelve elements have to be
measured. By choosing Ai= {I, σx, σy, σz} , where I is
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FIG. 5. Results of the nutation experiment for the elec-
tron spin of NV center. The decay time of the nutation is
T1ρ = 0.14(1) ms. The signal contrast C = 0.24(1). The
solid blue line in the panel is a fitting to the experimental
results.
the identity and σi (i = x, y, z) are the Pauli spin opera-
tors, the task reduces to a rather simple procedure. The
qubit is consecutively prepared in each of the four initial
states |ψ〉 = {|0〉 , |1〉 , (|0〉 + |1〉) /√2, (|0〉 − i |1〉) /√2}.
NV center can be easily initialized into |0〉 by 532 nm
laser with a few microseconds. The remaining states
are coherently transferred from |0〉 by applying pi and
pi/2 gates. For each initial state, the system evolves
driven by the control pulse. To determine the final states
E (|ψ〉 〈ψ|) by quantum state tomography, we measured
the expectation values of the three spin projections σx,
σy, and σz by optical readout [1]. The readout of the
projection on each of the basis states was averaged over
107 shots in experiment. Finally, the complete set of ini-
tial states and final states defined the tomography ma-
trix χ by Eq. (5). Effects such as noise and finite sam-
pling of the expectation values can lead to one or more
negative eigenvalues of the tomography matrix χ despite
the physically required property of positivity. And by
employing maximum likelihood estimation (MLE) algo-
rithm [2], this imperfection can be removed effectively.
Typical results of QPT for a pi gate with common rect-
angular and optimized composite pulse are shown in Fig.
6(a)-(d) and Fig. 7(a)-(d), respectively. For the former,
with the detuning increasing, the practice pi gate will ro-
tate around some other axis, which lies in x− z plane of
Bloch sphere. Hence, the elements of the common rect-
angular pi gate will be transferred in the operation space
of {I, σx, σz}, as shown in Fig. 6(a)-(d). And the fidelity
(FQC) and the new evaluation function (FQS) of this gate
will decrease monotonously, as shown in the main text.
However, by incorporating FQS constraint into quantum
optimal algorithm, the optimized composite pulse has dif-
ferent relationship with detunings as shown in Fig. 7(a)-
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FIG. 6. (a)-(d) Dynamic QPT of a single qubit pi gate implemented by a common rectangular MW pulse gate by QPT for (a)
5% detuning, (b) 35% detuning, (c) 75% detuning, (d) 115% detuning with ε = 0.
(d), which can be used to improve the performance of
DD-based quantum sensing in the main text.
III. THE CONNECTION BETWEEN
INHOMOGENEOUS BROADENING AND
DETUNING
In the current experiment, the inhomogeneous broad-
ening of the NV center is smaller than Rabi frequency.
So we replaced this effect with detuning effect just like
previous work [3–6]. There is a clear physical connec-
tion between them. Since the Zeeman energy of spin
bath under the external field dominates over the hyper-
fine interaction and the dark spin interaction, and the
room-temperature to be considered is much higher than
the interaction energy, the thermal spin bath state can
be taken as [7]
ρN ≈
∑
J
PJ |J〉 〈J | =
∑
J
PJ |J〉 〈J | , (6)
where |J〉 = ⊗n |jn〉 is an eigenstate of spin bath and
PJ =
∏
n pjn is the probability distribution with pjn ≡
e−jn,aωn/T∑Ja
j=−Ja e
−jωn/T for the population of the single-spin state
|jn〉. So the whole system can be treated as
ρs = ρ
e ⊗ ρN ≈ ρe ⊗
∑
J
PJ |J〉 〈J | =
∑
J
PJρ
e ⊗ |J〉 〈J | .
(7)
In the experiment, we can coherently operate each
state composition ρe ⊗ |J〉 〈J | with the fidelity greater
than or equal to 0.9 within a fixed detuning region. Be-
cause of no quantum coherence among the maximally
mixed state of spin bath, the whole fidelity is just an
average result and is greater than or equal to 0.9 with
the optimized composite pulse sequence. The inhomo-
geneous broadening of NV center ensemble can be also
described by similar quantum physical model. So the
conclusion will still be held.
IV. THE SPIN-ECHO MAGNETOMETRY FOR
NV CENTER
Following the spin-echo magnetometry protocols [8–
10], which is the simplest DD-based quantum sensing, we
measured the projection of an external ac magnetic field
B onto the NV symmetry axis by reading out the mod-
ulation of the spin echo amplitude. We synchronized the
free precession intervals of the spin echo sequence to the
half-periods of the external magnetic field. Due to the
Zeeman effect, the energy of ms = +1 get shifted into
opposite directions relative to ms = 0 component during
the first and second free precession periods, respectively.
The resulting phase accumulation ∆ϕ between ms = +1
and ms = 0 components of the precessing superposition
state is converted to a difference in σz population by a
final pi/2 pulse of the sequence and readout by laser fi-
nally. For simplicity, we applied B in a square wave with
the amplitude B0 [10]. The typical result is shown in
Fig. 8(a). We can define the smallest detectable mag-
netic field δBmin as the signal that is the same as the
noise, i.e. at a signal-to-noise ratio SNR = 1. The noise
in the experiment was limited by the photon shot noise,√
ntr, where n = 4.8 × 104 counts/s denoted the av-
erage photon number per second and tr = 270 ns was
signal readout time. Hence, the intrinsic sensitivity was
ηin =
1/
√
ntr
Cγe
√
T2/2
= 41nT/
√
Hz. For comparison, the rel-
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FIG. 7. (a)-(d) Robustness of a single qubit pi gate implemented by an experimental optimal composite pulse characterized by
QST for (a) 5% detuning, (b) 35% detuning, (c) 75% detuning, (d) 115% detuning with ε = 0.
ative sensitivity enhancement of composite-pulse versus
rectangular pulse sequences is shown in Fig. 8(b) under
same detuning for spin-echo sensing protocol.
V. NANOSCALE NUCLEAR MAGNETIC
RESONANCE DETECTION
We can probe 13C spin bath of NV center by
preparing the electron spin in a superposition, |x〉 =
(|0〉+ |1〉) /√2, and applying a dynamical decoupling
sequence consisting of N sequential pulses. We
used the basic decoupling unit on the electron spin
[τ/2− pi − τ − pi − τ/2]N/2, in which τ was a free evo-
lution time. At first, by sweeping the pulse interval with
a constant pulse number in the main text, we tuned the
electron spin resonance with the target spin bath. At
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FIG. 8. (a) Results of the spin-echo sensing sequence as a
function of sensing time and the amplitude of ac magnetic
field. (b) The relative sensitivity enhancement of optimized
composite pulse versus rectangular pulse sequence under de-
tuning in spin-echo sensing protocol.
τk ≈ (2k - 1)pi2ωL , a dip will appear at NV center coher-
ence curve in the main text. Then we fixed the pulse
interval (τ = 1240 ns) and scanned the number of pulse.
The results is shown in Fig. 9(a). The depth of coher-
ent dip increases with the number of pulse and reaches
the maximum once N > 16. We fitted the experimen-
tal data with the function y = a exp
(−λN2) + b, where
λ was the effective interaction between NV center and
13C spin bath [11]. Finally, we measured the depth of
this signal with different detunings with rectangular and
the optimized composite pulse, as shown in Fig. 9(b)-
(c), respectively. From the comparison, the optimized
composite pulse, which is designed by the new evalua-
tion function FQS , is robust against with detuning and
can be directly applied in high-resolution magnetic reso-
nance spectroscopy based on NV center ensemble [12].
The Hamiltonian of interaction between NV center and
13C nuclear spin can be written as [13]
H =DS2z − γeBzSz −
∑
n
γN ~B · g˜n(|Sz|) · ~In
+
∑
n
SzAˆn · ~In +
∑
n
δAˆn(|Sz|) · ~In
+
∑
n>m
~In · Cˆnm(|Sz|) · ~Im.
(8)
The relatively large zero-field splitting does not allow the
electron spin to flip and thus we can make the so-called
secular approximation, removing all terms which allow
direct electronic spin flips. Therefore, we can reduce
the Hilbert space of the system by projecting Hamil-
tonian onto each of the electron spin states. We can
rewrite the projected Hamiltonian, PmsHPms (where
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FIG. 9. (a) Sensor coherence dip as a function of the CPMG DD pulse number N for 13C spins bath. (b)-(c) NMR spectra
obtained using the CPMG sequence for various values of the detuning, with a rectangular or optimized composite pi pulse under
a magnetic field B ≈ 380 G. The number of pi pulses in CPMG sequence was N = 16.
Pms = |ms〉 〈ms|) as:
Hms =D |ms| − γeBzms +
∑
n
~Ω(ms)n · ~In
+
∑
n>m
~In · Cˆmsnm(|Sz|) · ~Im.
(9)
The projected Hamiltonian under a rotating-wave frame
of MW is
H = ∆ +
∑
n
~Ω(ms)n · ~In +
∑
n>m
~In · Cˆmsnm(|Sz|) · ~Im, (10)
where ms denotes the electron spin state, ~Ω
ms
n is the
effective Larmor vector for nucleus n, and Cnm is the
effective coupling between nuclei n and m. Therefore,
the signal can be expressed as:
s∆ = Tr
[
(I + σx)
2
U
N
2
(I + σx)
2
⊗ ρdU†N2
]
,
U = e−iH1τ/~R(pi)e−iH2τ/~e−iH2τ/~R(pi)e−iH1τ/~,
H1 = ∆ +
∑
n
~Ω(ms)n · ~In +
∑
n>m
~In · Cˆmsnm(|Sz|) · ~Im,
H2 = ∆ +
∑
n
~Ω(ms)n · ~In +
∑
n>m
~In · Cˆmsnm(|Sz|) · ~Im,
where ρ = ρNV ⊗ ρd is the probe state, ρNV = |0〉 〈0|
and ρd = (I/2)
⊗n
is the maximally mixed state of dark
nuclear spins under high temperature approximation.
We can always parameterize R(pi) with Pauli matrix
of spin 1/2 in this way:
R(pi) =a0I + axσx + ayσy + azσz
=a0I +
√
a2x + a
2
yσn + azσz
=a0I +
√
FQSσn + azσz,
(11)
where σn =
(
ax√
FQS
,
ay√
FQS
, 0
)
· −→σ . Due to the orthog-
onal normalization of generator, we will get s∆(∆) =
FNQSs∆=0 + e
((
∆
Ω
)2)
, where N denotes the number of
pi pulses of DD sequences. For NV center ensemble, if
the unit operation of DD method is failed, the inho-
mogeneous broadening effect will dominate the decoher-
ence of system and the corresponding detection signal
component decreases with time scaled as T *2 [10]. Once
ωsT
∗
2 > 1, those components (e
(
(∆Ω )
2
)
) can be neglected
and the intensity of signal is scaled as FNQS .
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